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RESEARCH MEMORANDUM 
A MNI'HOD FOR CALCULATING FLOW FIELDS OF COWLINGS 
WITH KNOWN SURFACE-PRESSURE DISTRIBUTIONS 
By Robert W. Boswinkle, Jr. 
The ~resent ~aper describes a way in which the data of three 
previous reports may be utilized to compute the incompressible flow 
fields for cowling-spinner combinations and open-nose inlets for use 
in the design of propeller shanks and cuffs. The paper also shows in 
general how the flow field of an unyawed body of revolution may be found 
if its pressure distribution is known, and presents the field of a ring 
vortex, which is used in these calculations, in a more convenient form 
than in the paper from which it was obtained. 
The method consists of regarding the cowling surface as replaced by 
a ring vortex sheet whose strength at any point is equal to the local 
tangential velocity. The field of the ring vortex sheet is integrated 
to give the induced velocities of the body. 
The accuracy of the method is verified by a comparison with experi-
mental results. The method is rigorous only for axially symmetric bodies 
at zero angle of attack, but an approximate method yields results that 
agree with experimental values at radii greater than the maximum cowling 
radius at 100 angle of attack. 
The application of the Prandtl-Glauert rule for calculating the 
compressible flow field in regions where the devi~tions of the pressures 
from the free-stream conditions are small is given in detail. 
INTRODUCTION 
In the design of propellers having airfoil-type shanks, an accurate 
knowledge of the velocities and directions of the air flow in the region 
of the spinners is necessary if the possible gains from such designs are 
actually to be realized. Part of the induced flow is contributed by the 
propeller itself; this part will not be treated in the present study. 
The remainder, which in any case is the main part for the very important 
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high- speed- flight condition is contributed by the body ; it accordingly 
becomes important to be able to cal culate the f l ow about a cowling 
configuration in the neighborhood of the spinner . 
A number of studies exist whi ch describe satisfactory methods for 
computing the f l ow about simple cl osed bodies of revolution at zero 
incidence (references I to 5) . Corr esponding calculations for an open-
nose body (which are desirabl e for a rotating cowljng, the type of 
cowling in which the forward part r otate$ with the propeller ) are much 
more difficult , and the procedure suggested in reference 6, in which a 
distribution of source and vortex r ings must first be sought that will 
adeQuately repr esent the cowling, seems very unattractive with regard 
to computational tedium. For the mor e i mportant and very much mor e 
diff icult case of the cowling- sp inner combinations , i n which two 
separate bodies , the cowling and the spinner , contribute to the field , 
no sol ution has yet been offered. The flow about open- nose inlets 
and cowling- spinner combinations at zero incidence , however , may be 
calculated without excessive effort if , in addition to the specified 
body shapes , the velocities along the body surfaces are also given . 
Surface velocities may be obtained for a range of cowling- spinner 
combinations and open- nose i nlets a t a l arge number of inlet- velocity 
ratios from two r ecent publicati ons (references 7 and 8). The present 
paper describes a way in whi ch these da t a and the data of r eference 9, 
which gives in detail the f l ow fie ld of a ring vortex , can be used 
to compute the desired cowling f l ow, f i el ds . In addition , the paper 
shows generally how the f l ow fie l d about an unyawed body of revol ution 
can be found if its pressur e distribution is known and presents the 
data of reference 9 in a somewhat more convenient form . 
SYMBOIS 
D maximum cowling diameter 
M Mach numbe r in undisturbed stream 
p static pressur e 
static pressure in undisturbed stream 
p ( p ~ _ po) static pressure coefficient 
dynamic pressur e in undisturbed str eam 
r radial ordinate of point . in field , measured from axis of symmetry 
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r' 
s 
s' 
u 
u* 
v 
x 
Vz/Vo 
CL 
¢ 
radius of ring vortex 
distance along cowling meridian 
distance along spinner meridian 
axial induced velocity component 
axial induced velocity component for a ring vortex of radius r' 
and strength 2nr' 
radial induced velocity component 
radial induced velocity component for a ring vortex of radius r' 
and strength 2nr' 
axial distance from ring vortex to point in field 
inlet-velocity ratio, ratio of average velocity of flow in inlet 
to velocity in undi sturbed stream 
flow-speed ratio , ratio of local f low speed at point in field to 
velocity in undis turbed stream 
surface velocity ratio , ratio of velocity of flow Just outside the 
boundary layer at point on cowling or spinner surface to velocity 
in undisturbed str eam 
angle of attack of axis of symmetry, degrees 
strength of ring vortex 
flow divergence angle, referred to axis of symmetry (positive 
outward), degrees 
THEORY 
The irrotational motion of an incompressible fluid may be 
regarded as due to a vortex sheet on the boundary (reference lO). In 
particular, for an axially symmetric body in a uniform flow parallel to 
its axis, the vortex sheet is simply a distribution of ring vortices along 
the surface having their axes coinciding with the body axis . Since for 
such a representation it can be shown that zero flow must exist at all 
points within the body itself (reference ll), it follows that the local 
surface velocity at any point on the body is equal to the local linear 
denSity of vorticity in the distribution of ring vortices. 
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Accordingly , once the surface velocity distribution has been deter-
mined for an axially symmetric body in a uniform flow parallel to its 
axis , the corresponding surface distribution of ring vortices is given 
immediately, and the determination of the perturbation flow velocity at 
any point in the ne ighborhood of the body reduces t o an integration 
of the velocities due to ring vortice s . 
For a ring vortex the axial and radial induced velocity components u 
and v, respectively, are given by 
u 
y 
u* 
= 21U'1 
V Y v* = --
211:r' 
where y is the strength of the ring vortex and u* and v* are the 
induced velocity components for a ring vortex of any radius r' and 
corresponding strength 211:r' (or of unit radius and strength 2rr). 
Charts of u* and v* as functions of x/r' and r/r' (replotted 
from reference 9) are shown in figures 1 and 2. Quantitative values 
of u* and v* may be obtained from figures 3 and 4 which were 
constructed from tables in reference 9 . As may be seen by examination 
of figure 1, for a ring vortex rotating as indicated, the signs of u* 
indicated in figure 3 are the same for positive values of x/r' as for 
negative ones . From figure 2 it may be seen that, for a ring vortex 
rotating as i ndicated, the s igns of v* in figure 4 are correct as 
shown for points in the f irst and fourth quadrants with respect to the 
ring vortex , considering the origin to be on the vortex axis, and are 
of opposite sign in the second and third quadrants. For a ring vortex 
whose sense of rotation is opposite to that indicated, of course, the 
signs are r eversed for both u* and V*. 
CALCULATION PROCEDURE 
Incompressible flow.- The local f low- speed ratio Vt/Vo and the 
flow angle ¢ at any point Q in the f ield of a cowling-spinner 
combination at zero incidence are given by 
~---- -- - - - -- ---
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VI ~l + V:)2 + (vjVO) 2 Vo 
¢ tan-lC'V: ) 
1 + -Vo 
where 
[2V [2' Vs s 
- u* v: u* 
ujvo Vo 0 dS' = - ds+ 
s ' sl 2rcr' 1 2rcr' 
[2 Vs [~. Vs v* - v* 
vjVo ~ ds+ Vo ds' 
sl 21Cr sl 2rcr' 
The quanti ties ds and ds' are increments of arc lengths along the 
cowling and spinner meridians, respectively. The limit sl refers to 
the point on the inner surface of the cowling farthest downstream 
from Q, s2 to the point on the outer surface of the cowling farthest 
downstream from Q, sl' to the point at the tip of the spinner, 
5 
and s2' to the point on the surface of the spinner farthest downstream 
from Q. The integration may be performed graphically, by plotting 
Vs u* Vs v* 
Vo ~~-" V_o 
-- CLJ.l.U against s and s r and measuring the areas under 2rcr' 2rcr' 
the curves, or it may be performed numerically. Numerical methods of 
integration generally are considerably more rapid if many points of 
the flow field are to be calculated. For either system of integration 
the surface velocity ratios VsjVo must be evaluated at a number of 
points R on the cowling and spinner surfaces and u* and v* must 
be evaluated at Q for the same points R. Usually a total of about 
30 points is adeQuate; however , the actual number and location of the 
points R depend upon the location of Q and upon the shape of the 
surface velocity distribution. An example of a cowling-spinner 
combination with typical locations for the points R is shown in 
figure 5 . 
l 
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For an NACA I-series cowling-spinner combination the values of VS/Vo 
for points R on the cowling nose) on the outer surface of the cowling, 
and on the surface of the spinner may be calculated from reference 7, 
where the corresponding pressure distributions are given, by the relation 
For points R on the inner surface of the cowling and on t,he rearward 
extension of the spinner within the cowling, the surface velocities may 
be estimated on the basis of one-dimensional flow from the known annulus 
area and the given inlet-velocity ratio. 
Values of u* and v* at Q for the various points R may be 
read from figures 3 and 4. As the distance between Q and R increases, 
the values of u* and v* rapidly approach zero; therefore,high 
accuracy in the values of VS/Vo beyond about 1 cowling diameter from Q 
is quite unnecessary and, in any case, the effect of points R beyond 
about 3 cowling diameters from Q may be neglected. 
If the point Q is very close to the surface, the values of u* 
and v* corresponding to the nearest ring vortices become very large, 
and rather careful work is required to maintain adequate accuracy of 
the final result. Normally, however, this problem does not arise; the 
flow at the surface itself is presumably already known, and linear 
interpolation between the surface and the nearest point for which accurate 
results can readily be calculated should be adequate. 
Compressible flow.- For a cowling-spinner combination with an inlet-
velocity ratio of approximately unity, the compressible flow at a 
point Q, in a region where the deviations of the pressures from the free-
stream conditions are arnall, may be estimated by the Prandtl-Glauert 
rule (one development of which is given in reference 12) as follows: 
(1) The coordinates of the cowling and spinner are stretched 
in the stream direction by the factor 11 - M2. 
(2) The incremental velocities u'/Vo and Vl/VO in the 
stream and radial directions, respectively, are obtained for incompres-
sible flow for the stretched body by the method outlined in the 
preceding section. 
(3) The incremental velocities of the unstretched body in 
compressible flow are calculated from the corresponding incremental 
velocities obtained in step (2) by the equations 
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u u,/Vo 
Vo 1 - M2 
and 
v Vl/VO 
== 
Vo Vl - M2 
(4) The flow-speed ratio and flow angle are given by the same 
e~uations as those used in the preceding section. 
At the present time no method exists whereby the compressible flow 
about a three-dimensional body may be obtained from the incompressible 
flow in a region where the deviation of the pressures from the free-
stream pressure is large, nor are there available any experimental data 
on compressible-flow fields for three-dimensional bodies. 
COMPARISON OF THEOREl'ICAL AND EX:PERIMENTAL RE3ULTS 
7 
The flow fields of several NACA l-series cowling configurations in 
essentially incompressible flow (M == 0 .13) were determined experimentally 
in reference 13 by the use of bisecting centerplates alined with the flow. 
(The NACA l-series ordinates and an explanation of the designation system 
are given in referenco 14.) The flow-speed ratios Vl/V
o 
in the vertical 
plane of symmetry were obtained from pressure orifices installed on one 
side of the plate, and the flow angles ¢ were obtained from tufts 
installed on the other side of the plate. 
The method of the present paper was used to 'calculate values 
of Vl/VO and ¢ in typical propelle r-shank locations of three of these 
NACA l-series cowling-spinner combinations and one NACA l-series open-
nose inlet, and these calculated results are compared in figure 6 with 
the results obtained experimentally in reference 13. The agreement of 
the calculated values of Vl/Vo with the experimental values is within 
0.02Vo at all points in the fields where the comparisons were made. 
The agreement of the theoretical and experimental flow angles is also 
good at distances greater than about 25 percent of the maximum cowling 
diameter from the cowling nose; but nearer the cowling nose, where it 
was more difficult to get accurate measurements of the high flow angles 
with the tufts, the agreement i ,s not as close. However, a positive 
l 
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check of t he method is not essential for this particular application 
because , as poi nted out in r eference l 3 , propeller design is relatively 
insensitive to moderate variations in radial flow angles. 
The method of the present paper i s theoretically exact only for 
axially symmetric bodies at zero angle of attack . To obtain an approx-
imation to the flow characteristics for an axially symmetric body at an 
angle of a ttack, however, the f lows in the fields of the same NACA l-series 
cowling configuration mentioned above wer e calculated for lOo angle of 
attack using the velocity distribution on the top of a cowling to obtain 
th.e perturbation velocities for the top, and using the velocity distribution 
on the bottom of the cowling to obtain the perturbation velocities for 
the bottom. Actually, this procedure neglects the effects of the 
circumferential variations of surface pressures on the flow characteristics. 
The comparisons of the f l ow characteristics calculated by this 
approximate method with the results obtained experimentally are shown in 
figure 7. The agreement of the calculated and experimental results at 
radii greater than the maximum cowling radius is satisfactory. At 
distances nearer the axis of symmetry, the calculated flow- speed ratios 
generally are somewhat l ess than the experimental values on top of the 
axis of symmetry and are somewhat higher than the experimental values 
below the axis of symmetry; the differences between the calculated flow 
angles and the measured flow angles vary erratically near the nose. 
The diameters of the cowlings and spinners were not increased by the 
displacement thicknesses of the boundary layers in these calculations; 
perhaps this refinement would have yielded closer agreement. In the case 
of the cowling at an angle of attack, it is reasonable to believe that as 
the angle approaches zero the calculated results will compare more 
favorably wi th the experimental values. 
Langley Aeronautical Laboratory 
National Advisory Committee for Aeronautics 
Langley Field, Va . 
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Figure I. - Lines of constant axial velocity component u*for a ring vortex 
of radius r' and strength 277 r .' 
2 
c 
Direction 
of XJ;' rotation 
c 
~ 
Agure 2.- Lines of constant radial velocity component v* for a ring vortex 
of radius r' and strength 217 r' . 
NACA RM No. LBI17 11 
>11" ' +jt """ "lHi!:F If " 
"C 
,' ,I' i: I tf 14 tt' t! 
~ ., rw .;-t jm I 
:fI i±l [d1 jt I:lij it ,H 
'If ' ',11 mt' I 1tJn· liW lt:111 It< " 
ffl fit! 'L\; 
h T, ~ , I' J' Ih :11 ,jj ,~ ItTil rtw. fir ,iit 
~ biI 1\ ~it: 'l ..t ::r,U! Itr.l :1l llil ,~tt~ 1M ;p' , , ~ l 1m 
t}1 W rf 1] I~ t If !I11i ' Itil. tI1 lA, I:" I" 
iJ:l'1' mil!! J" f;' rtf ,;i.' '1li!11. ffi 1Et1 Ittli 1ft, -g 
I :); iJ fffi H+ , '",. i' F" ;+m~ ~ tj , ," . il¥" ~J ,~ iJ!:fth Ii! H lltj1f' .'# ;< co ,.tt WJIB '~. £ 'it f\" 't'- f HI ltlb "t 
IJ" 5lH, 1m el'j ffI Ii;.: :ill rrw jjj'~ fi~ 
j: ttfI 'i i.l1. :f!t j. ;r tl!i ~ W, 
I 'i' I. ~'.1 ;;l ti t.:l' IH 'If u' ;;;i~IE ttli Ie 
tj" JI~ ; ::t -;T Il '.It ~ t't.i mt IT] 
IT 
1" iJl 1'If il ~ 1m [r 
:Ih" ' !~ 1 IIll .jf !a; '~~ ~.,: 'I; L'- T 
1.1 , 
'WIIWliil le' , it: Iml '--
1: '" X 1fiHrt \fi 
Iijf, tm ii 'I, 1+ 
~ 1 '1: ?r 
~ jt', II ~!O I' :; II ~ ., '~ ,.. ,~ CR '"mil : 1I~'!i' ~; at PI- ,~ 
=. 
I~ h; j,~ rr.~ 
\ :1:trii' l:,.o l-.': 
~ It' ltH ttrJj 1.'(0 r;:. "C;;' ~rj 'j' 
iF"" ~j \ . t$ -li ~, ii ~ti I 
T 
,ii" :00, ~\ A: :~ \ \,') 
'im iii ~' IJF ~ m" 1\+ .'.;4 J' l, ~ I\. ~ K ,. 
#F tlt 1W, .,., ~ \. \ \ t\.' 
'?' Afi 
"'" 
," \ ; " \. "\ '\(');~\ c--
"\ ,W i~ '\.\.\J ~ - r-lP 
t ±.: -f!: \ . \. '\ ., ," ~s.. 
- -
-.. 
-
" 
\. ~ ~ 1 
'" 
\. Ii' ~~ - -
...... 
....... \. " L"" ~ ~ 
r-.. "" 
\. r'\. ~~ ,- It 1:. i'" ~ "- I'" ~~ fF' " "- ...... ...... 1'-.., ~~ ~,.c. ..... r--., 
........ r--...' 
" 
~ t--.. I 
~, 
...... 
...... ........ 
, ...... ::--. ~ ~ 
!If ...... ...... 
, i'-.... 
" " 
-
..... r-,.., ' ...... 
...... ~:::: 
• iii 
..... --
-...;: 
'" 
r-
.,.....- ' 
-''''''' 
;;;;.; "'--
-..... 
-...... -"-
- -
/ -.; 
--
/ i 
I ~S~r>= 
V e-
II I - t-r- I I·--I--) ) ~ n ..1 2, r- I , ~ I' 16 , , X ~r 
--
r 1:7 A ./ ,/ .... ~ ,-~ .* I .t'·~ ,~ ,. , rn ~- VPI rtex I , ""1, ,,~ 'V ,1 I 'IJ rt. , .... ' 'f" '" r f ' " v 
')1 "'a(/J(J~ .. - e-' - .-
--
01 ~a IJ' '14 ~ 7~ t 
, 
I . 
I 
---- --
'l_ 
12 NAeA RM No. 1.8117 
, 
, ' J"liu+l+ ~j:j Ii1: 
i9 ~ j" '# 
:',1 ....... ~ :fll .j! Ii 1+1 
IE ~1 ........ I I II 
~ "-" y .- 1"- ....... -: lit! 
I:' J;'r v" , ' , ~:r-Ib "- 'm, 
Ir ,5' '2 8 / c jj , 1'1} lil. ,0 I It! It 
iF 4 'i .~ ';6 i" ' 1iP .... } '" .f. 
f.J 1/ !r, ~.~ V ~ ~ I.~ 1 \.iT 
r. II fI rl' r,~ I? l 'i 
'*" 
r,., I- H -::r 
1!1J p I-w. f-' 
,i.. Is::;: ~ Mi ~8 f-J -' J1T" 'j "1 
..f. 1-7" '~ I" 1~1l :-i , 12 10 tJ :"Tj i ~ l' 
b 1/ ..... \41 ~ '1 ~:( ,-' 1 Ir . ~ hl: I', 
lr.l l--I--' ~ 11\1 ' I ~ It'.d it ,j] J Ii" ~ if tl: I: I ,J~ f- I' ,Lk? t~ I'..g t WiF ifl' I ~' ,., 
'" 
I--I-- llJ I-A 7 (. 
." 
'f 11 W- I.: , rJj1 :) 
i9 L ... J. .... 1/ VI . 
I VV' 'j 
I~ / 
1:6 / I 
-- / I 
V Ii 
:/P-' IV f-~ J j-
:~ .i ~ I/ ~-~' 114 f-
1- 7 I I In 
--~ / - 1&.) 
- f- f 
• 
J ." 'fl rH 
I-- :- I-- J 1- :2 11:> , .IJ 
"' 
/ '-r T~ 
- r--
~ 
-
A. 
-
-- I- .-
f-~ 1 
I ~ 
I 
f--
l i D 
'!l In 
, 
I, 
I-- ~ .~ 
'!l '!l 
~ :, 1 I 0 12 11,4 /:,; 
Ix 'r 
f- 1- .~ ; .... ,- 17 1/'1 .~r_ ~- I" ~ .... I-- I-- -
1- - t-
NACA RM No. L8117 13 
,...... 
';rJ 
f- i--
el.., 
" \ 
--
, 
\~ ~ 
-
-Z 
195 H 
-
. , 
r :> 
,.- III 
-
'1'1 V-
'Ir ,*" ,p 
- " \. I. ~ 
// 
l"t 't . I)' k ./ , 
\ I' 
~ \ rI I.Q 5 
\' I . 
e 
" 
~ ~ 
.. 
-
........ t...... \f\. .Ii t 
,......::!.. ~ ~ 1,-11 1-- . I~ ,~ 
I~ ~ ~ J 
, 
'" 
~ t-~ II 
........... IV ........ . 
i'""- '.£" 
-
'"""" 
h t.., 
11 · , ,. t> > , r 
!. X h~ X. ~" 
,\ \ Iii 
-\ 
,\ 
-
:r \ \. \\. 
-
\.'\ /; r , 
.-f--- --
~l t '\ ~ '} I - - -I 
"'- . ~ I r 4 -
- -
-L , "- ,,,, ~ .r- .11 t .- - .:-
--
"- "- ~ ~ :r.i - . -I I -...... "l ~ ~ 
-
_. ;--
"- ....:::: ~ ~ I . 
r 
...... , :-..;:: ~ ~ :;".. 
- ~ 10' ........ ..:::: :S ........ ........ - - -'1 --- - ._- - l -j f-
h 
J~ ~ In ~ 4 l' 8 13.:? 13 . (; ~ 0.. 
- k4. ~ 4 8 
+ , X vr 
, k/. T/ 1- :- i- - - - - f- f-) I\.. I 
-
........ $l 
"-
I" 
~Jl r-..... 
- - -
i-
I--... 
4~ ........ 
"" 
-
........ 
........ ........ 
........ :- ....... ~ - c- --........ r-....... 
........ 
........ :::: -........ t-
'M I, -
--
----
-
'7. I 
'\ U 
f- - , 
- -
l"lf 9 n 9 4 21j:J 3. ~ 3. ~ . - - ~ 0 I-- -. 44 ~ 8 f--- -X, 
- f- 'A g '::t ,.. e ~(J'c-J, ~(y. - - -- -. i-- - - - - - - -'.n v . -r 
-1- - !- e- - .--.. - -- f--. - - - - - - - - -
14 NAeA RM No. IBI17 
f. 'J Ifbl '~ . 11 
"11 'iE:! 
, tcjl J. ~, "+'1 ", i~ 'cr i i 11" f/J ,;, I±r' il±ll·flj 
• .1 fI;i ~1 "1 :t, Iff[, Tj' 41 i±!1 
!~ 11' \ '1! ~ 1. (J" ?i1 ff!t1 ~'t, t"il1:t rtf' 't : 
!$ IJ!, , ~ lJi. ' :t If ' ~' J ttl? ,·I1Jl' Iff 
II ' HH I' •. ' ' .i3i, rt ~ ' ,Ii " ~!j,' 
"" 
~+, it ' ~" '" fff 
\t !fh T u' 
;¥ >f-H ift! ih; , ',,' If< 
~ r: 141 -f' , , f"I' 
J\ " ~ 
W-l \ 
ff LfJ ~1':' Il# 
l tt ~ • 
rOt 114 1\ 1jff , ~ 
tfflW 1'\ iii J:r 1.1 , ijh, 
l, I'!-' !iff >I Cl' 
" 
et m 
!1E ;'1 f! lir 
4h q. !\ ,;~ j .+) :;z; -" 
jfll \ lir, . 14, 
1m ~ ~ 
111" -'; ' ['-1+ '1 :'-j:J " f!tl 
ti r\ \ i: 'IB-,-] 
fi:il rt 1+t lil 'IJ-i ifu: 
!':fl .h'm 'l" 
~rt, rl, 
IP . 
'] ~1 ~'H.r:-ili m w 
!Lli1 It , Irni ~ 11" 
''fHl .+I ~il 'tIl'! ~fi 
til 1; '¥fi ":f T 1 1# '*4 tj, 
til! 8i m II fiB fl I'" 
~" , if' '.;1 I :M 
lafr ",,' iffl It_+1 
-IV , ill $; 1-', 1 
f, ~:;i " Itl" 17 It!. 
Ie" t!it l# :1 ' 
ru:~ Ir, 'J '$ in 
';H or:r , .. :t; k 
• 
,~ 
I {t,:ill ' 'in lj' (fjl 
'~~t fli i1-r- ., ~ im.'J 
1$ ~l~ 1±J ,'f'r 
11 1*: :J~ \~ Itil ' I ~r ~ 
llii{t "'. I"W'IT ~ -P ; A, ilTi! q, ,: . 
~, CPt ''"I'" '!'. ,~ ~ ,~ 
1 P V ~,,! ..... :'-1.; " '''' ~ t!... 
i- II ~;A p}. ',r ~ I'·"f ,~ it- fit [if; lf~ ~ l~ !'Hr-.. >+ "' fl:.IJ:l i< ~:!:, ,~~~ .. 
1i!l ~if ' h~ jot[./' h 4 :,' 11 ll¥i " --::;,;.tl l'ttl ...... ~ , "i!'!~ 'J 
~. '*It ' ,'I; , ...,. 1;1 J'< i'-ft l'->:~::.;::..". iW, ;j 
'lJ 1i:lt~f1 W "" :E:l~ tt, Ih' ~ 'N ~r ~lr ~ ~::" 
"I: ,~ .T-' HI l;;rrt~6 N ,f iffii~ f"""~ 'r::::!" g Yv !l:J , -+""F'r t"7- .... L:ll ..,..~- 1--_ 
i-' Iffiif!+ [!f. W' , 'ij 
, !1" · 10 p 
fl':. Ii'ri¥i' ~, ". , I" ~l; q 0 9 J.4 ' JG ;1 
.ri1 it ;~-- M- ,-' xlr jf If' 
Ir IA r J . ,J .n ....... ,,, ~ ... : 
.* -I ,:.~~V ·t; Jtf l~ il ',. ~c '7 I ....... " ,. " . "'.Ii "I"" 'Of ' - f f" " I!f ....... n'J' ~'1l £1It#t 1:j 
0 ' '" "(J:'IlJ.' lo.r7t: mre7G rr. I- 7 "" !7 ' fj ,m f.IF. ttl B "',' ~:lJI I." 11f! 
It" J..,1" lit! ';:lj:j 
• 
NAeA RM No. i8I17 
.·1m1 t 
~ n: t.t! iii- tI" ,'!t' w i \ _ri 
,e," ~t''II°mfrY J !~ 
00 
t:: 
III I I~ t 
Ft' ,11:" - ~ 
r·~ I.~. 
\ Ji 
~~ 4 , 
I. 
+1.- ~ 
I"' Itffl t !l;;I 
I" " " 17' 
- :01 
I~M , .. 
IHI 
la 
/ 6 
. 1l 
/i.lll ~ 
~i! 
2i2 
, 
I J l:ffl 
r- ....... 
~ " 
ffll 
."'. 
... 
--
-
16 NACA RM No. LBI17 
, 4,-
'1 , ,~ II') 
I 
I~ , \ : ~ \ 
\ \ I 
, 
Ivl' Iv 
~ ~" I\ u ~ lit' 
Ih II') /, f7!J \~ f.( ~ . IF 
IY" N ~.' It! 
" \ I 1\ \ 
\. 14' tJt 1ft< 
.~ . , 
cI' [6 p l l }~ ±' 
r / I ...... p,::.1 
/ ,} If· 
L II /' 
I did 
V' 
l~tI f- 8 ' J. 2 r. r IlTt 
I ' ~2 16 .' '0 ~ 
. 
.- / 3 I ~ 1::) "1 I ~ ! 81 
1,1 t4 
r f 3 ' .. .f.l: !' :#th'f' I ..... 
1 j+J 
i ,r fZl ) -. 1 
":I 
r, ; 
'1.'6 f) i?) ·1 -f) 14 -p 18 3 19 3 11>' .d In <i 14 .d IR 
~,-, ~. 'r Ie l.or 1"-. ; :, it .... 1"/ , r .... ~" rr· ~, ... II " '''r'''' ~ L ' 
, 11ft 
~ to-
NACA RM No . L8I17 
I I 
<pI 
I : 
I I 
I I 
1 1 
I I 
I I 
1 I 
I I 
I I 
1 I 
1 I 
10 
~: 
I 1 
I I 
I I 
I I 
I~ 
I I 
I 
1 
I 
I 
ill 
I 
I 
I 
I 
I 
1 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
1 
I 
I 
I 
1 
J> 
I 
I 
I 
I 
I 
I 
I 
1 I 
If 
I 1 
: : ~4 
1 I ~ 
I I 
I 1 
I 1 
I I 
I I 
I I 
\VI 
IdJ 
I 1 
I I 
1 1 
I I 
O J I 
~I 
17 
18 NACA RM No. LSI17 
rID r/D 
0.8 --0 0.8 ---0 
.6---0 .6---0 
.4--0 1 .4 ---{) 1 .3 --0 .3--0 
D D 
1 1 
rjD V"'/Vo 
¢, deg 
rjD V.,,/Vo 
¢, deg 
Calc. Exp. Calc. Exp. Calc. Exp. Calc. Ex....£.. 
0.8 0.99 0.98 5 3 0.8 0·99 0·99 5 0 
.6 .97 .96 8 5 .6 ·97 .96 8 9 
.4 .88 .86 15 27 .4 .88 .88 15 25 
.3 ·79 .80 14 23 ·3 .81 ·79 15 33 
( a) NACA 1-70-100 cowling with 
NACA 1-40-040 spinner; O.ID 
upstream from inlet; 
(b) NACA 1-55-100 cowling with 
NACA 1-40-040 spinner; O.lD 
upstream from inlet; 
~ = 0.63. 
Vo 
Vi = 0.53. ~
Vo 
Figure 6.- Comparison of flow characteristics calculated 
by theoretical method with values obtained experimentally; 
a. = 00 • (Circles indicate points at which calculated . and 
experimental results are compared.) 
--------
NACA RM No. WIl? 
riD 
0.8 --0 
.6--0 
.4--0 1 .3 -0 
Vl.,/Vo ¢, deg 
rID 
Calc. Exp . Calc. Exp. 
0.8 0·99 0·99 6 7 
.6 
·95 ·95 10 16 
.4 .83 .83 19 45 
.3 .74 ·75 17 53 
(c) NACA 1-70-050 cowling with 
NACA 1-40-040 spinner; O.lD 
upstream from inlet; 
Vi _ 
-V - 0·5l. 
o 
19 
rID 
0.8~ 
.6 --0 
.4--0 1 • .3---0 .2--0 
D 
1 
rID 
Vl.,/Vo ¢, deg 
Calc. Exp. Calc. Exp. 
0.8 0·99 0.99 5 3 
.6 .96 .96 7 9 
.4 .85 .87 14 22 
.3 . • 74 .74 17 25 
.2 .67 .69 10 15 
(d) NACA 1-55-100 cowling with 
no spinner; O.lD upstream 
from inlet; Vi = 0.52 • 
Va "'~~N:--:A7(A:--? 
Figure 6.- Continued. 
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riD 
0.8 
.6 
riD 
0.8--0 
.6--0 
vLlvo 
Calc. Exp. 
1.03 1.03 
1.06 1.06 
NAeA RM No . IBIl '7 
¢, deg 
Calc. ExE· 
5 2 
8 9 
(e) NACA 1-55-100 cowling with no 
spinner; 0.4D downstream 
from inlet; Vi = 0.52. 
V o ~ 
Figur~ 6.- Concluded . 
NAeA RM No. I.8117 
rID 
0.8 -0 
.6 --0 
.4-0 
.3-0 
·3 --0 
.4-<) 
.6-0 
.8 --{) 
rID V],/Vo ¢, deg 
Calc. Exp. Calc. Exp. 
~ 
0.8 1.01 1.01 14 11 
.6 
·99 1.01 18 14 
.4 ·95 ·95 23 20 
.3 .88 ·95 23 14 
bottom 
.3 .98 ·92 -8 -2 
.4 
·96 .86 -7 -3 
.6 
·94 .92 -6 -3 
.8 
·97 ·95 -7 -3 
(a) NACA 1-70-100 cowling with 
NACA 1-40-040 spinner; O.lD 
upstream fr om inlet; 
Vi VO = 0 ·99· 
rID 
0.8 --0 
.6 --0 
.4 --0 T .3 --0 
D 
·3 --0 
.4 --0 
.6 -{) 
.8 -{) 
rID V],/Vo ¢, deg 
Calc. Exp. Calc. Exp. 
~ 
0.8 1.02 1.02 15 10 
.6 1.01 1.01 18 17 
.4 ·92 .98 24 23 
·3 .84 ·91 22 22 
bottom 
.3 .96 .78 -5 6 
.4 .86 .82 -3 10 
.6 .94 ·91 -4 2 
.8 
·97 ·95 -7 0 
(b) NACA 1-55-100 cowling with 
NACA 1-40- 040 spinner; O.lD 
upstream from inlet; 
~= 0·93. ~ 
o 
Figure 7.- Comparison of flow characteris tic s calculated by 
approximate method wit h values obtained experimentally; 
a = 100 • (Circles ind ic a te points at which calcula ted 
and experimental results are compared.) 
21 
22 
rID 
0 .. 8 ---{) 
.6--0 
.4 ----<) I ·3 ----<) 
D 
1 .3~ .4 --0 
.6~ 
.8--0 
rID V7,/vo ¢. deg 
Calc. Exp. Calc. Exp. 
to§ 
O. 1.01 1.02 15 1 
.6 1.01 1.02 19 10 
.4 .90 .94 25 22 
.3 .88 ·95 22 6 
bottom 
·3 ·95 .84 8 0 
.4 .87 .80 8 6 
.6 .94 .88 5 2 
.8 
·97 ·95 6 -4 
(c) NACA 1-70-050 cowling with 
NACA 1-40-040 spinner; O.lD 
upstream from inlet; 
Vi va = 1.00. 
NAeA RM No. LBI17 
rID 
0.8--0 
.6--0 
.4--0 1 .3 --{) .2 --{) 
D 
.2 --0 1 .3 --0 .4 --{) 
.6 ----0 
.8 ----0 
t'/D V7,/Vo ¢. deg 
Calc. Exp. Calc. Exp. 
~ o. 0.99 1.01 14 11 
.6 
·97 ·99 17 16 
.4 .87 ·95 23 22 
.3 
·77 .88 17 19 
.2 
·79 ·90 15 17 
bottom 
.2 
·92 .86 -12 -18 
.3 .84 ·77 -11 -14 
-4 .83 .80 -5 2 
.6 
·92 ·90 -0 2 
.8 
·90 .95 -7 -2 
(d) NACA 1-55-100 cowling with 
no spinner; O.lD upstream 
from inlet; Vi = 1.02. 
Vo ~ 
Pigure 7.- Continued. 
NACA RM No. lliI17 
I . 
rID 
~ o. 
.6 
rID 
0 •. 8--0 
•. 6--{) 
.6--0 
.8--0 
VL/Vo 
Calc. Exp. 
1.02 1.05 
1.04 1·09 
~, deg 
Calc. Exp. 
5 8 
8 9 
bottom 
( e ) 
.6 1.03 
·99 8 7 
.8 1.01 .98 5 1 
NACA 1-55-100 cowling with no 
spinner; O.4D downstream from 
inlet; ~ = 1.02. ~
Figure 7.- Concluded. 
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